Ultra Flat Component Sets

CSD Series

Ultra Flat Component Sets
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High Performance Gearing and Motion Control
CSD Series Ultra Flat Component Sets

High Accuracy

Compact

Lightweight

Zero Backlash

The axial length of the CSD Series has been reduced by 50% versus the CSF series. This design is made possible by Harmonic Drive LLC patented
“S” tooth profile, as well as manufacturing expertise. The CSD series is ideal for many applications including robotics, aerospace, and factory automation.
The design of the CSD component set allows the surrounding enclosure to be made very compact for additional size and weight savings.
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(: Output Rotation Angle
ltem Unit CSD-20 CSD-25 CSD-32 CSD-40 CSD-50
Gear Ratio 50 100 | 160 50 | 100 | 160 50 100 | 160 50 100 | 160 50 100 160
Rated Input Speed rpm 2000 2000 2000 2000 2000
Rated Torque Nm 17 28 28 27 47 47 53 96 96 96 185 | 206 172 329 | 370
Limit for Repeated Peak Torque Nm 39 57 64 69 | 110 | 123 151 | 233 | 261 281 398 | 4583 500 686 | 823
Limit for Average Torque Nm 24 34 34 38 75 75 75 151 151 137 | 260 | 316 247 466 | 590
Limit for Momentary Peak Torque Nm 69 | 76" | 76" 127 | 162" | 152" 268 | 359 | 359" 480 | 696" | 696" 1000 | 1440 | 1560*
(Standard Flexspline)
Limit for Momentary Peak Torque Nm 64* | 64* | 64" 127 | 135" | 135" 268 | 331* | 331* 480 | 578 | 578" 1000 | 1320*| 1320*
(Big Bore Flexspline)
Max. Input Speed Grease rpm 6500 5600 4800 4000 3500
Ol rpm 10000 7500 7000 5600 4500
Limit for Average Input Speed Grease rpm 3500 3500 3500 3000 2500
Qll rpm 6500 5600 4600 3600 3000
Moment of Inertia J x107*kg-m? 0.090 0.282 1.09 2.85 8.61
x10"5kg-m-g? 0.092 0.288 1.12 2.91 8.78
Life W/G LB-10 hr 7000 7000 7000 7000 7000
Torsional Stiffness T Nm 7.0 14 29 54 108
(See Diagram 1 Ki  [x10°Nmiad| 11 | 1.3 20 | 27 47 ] 81 88 | 11 17 | 21
for Definition) T2 Nm 25 48 108 196 382
K2 x10*Nm/rad 1.3 1.7 2.7 3.7 6.1 7.8 11 14 21 29
K3 x10*Nm/rad 2.0 25 3.7 4.7 8.4 11 15 20 30 37
Hysteresis Loss x10* rad 5.8 5.8 5.8 5.8 5.8
Starting Torque (Max.) Nem 73 | 43 | 34 187 79| 64 284 | 176 | 137 50.0 | 29.4 | 235 941 55.9 | 4441
No-Load Backdriving Torque (Max.) Nm 4.4 5.2 6.6 83 | 96 | 123 171 212 | 284 30.0 | 356.3 | 45.2 56.5 | 67.1 | 84.7
Ratcheting Torque (Min.) Nm 157 | 185 | 157 315 | 357 | 315 686 | 754 | 686 1300 | 1500 | 1300 2600 | 2880 | 2530
Positioning Accuracy (Max.) x10 rad 2.9 2.9 2.9 2.9 2.9
arc-min 1.0 1.0 1.0 1.0 1.0
Lubrication Grease Harmonic Grease 4B No.2 | Harmonic Grease 4B No.2 | Harmonic Grease 4B No.2 | Harmonic Grease 4B No.2 | Harmonic Grease 4B No.2
Qil Industrial Gear Oil #2 Industrial Gear Oil #2 Industrial Gear Oil #2 Industrial Gear Oil #2 Industrial Gear Oil #2
(Extreme Pressure Agent ISO VG68) | (Extreme Pressure Agent ISO VG68) |(Extreme Pressure Agent ISO VG68) | (Extreme Pressure Agent ISO VG68) | (Extreme Pressure Agent 1ISO VG68)
Weight Kg 0.13 0.24 0.51 0.92 1.9

* The Momentary Peak Torque is limited by the tightening torque of the Flexspline Mounting Bolts
For notes on design and assembly please refer to the CSF catalog.



< D
% El-
W1 - @X1
S22 ol gxe LLF o
T S|
© %
I L
s I e
S ]
) |
< cos vl =
I — <
88 & T _ %58 g
G C0S 5| o @
I = -
= | M =
|
& |
\ .
M.H.C.: Minimum Housing Clearance M.H.C. O
M.H.C.N
SIZE A B C D E F G H | J K L M N 0 P Q R [
CSD-20| 70 14 8 6 2 3.3 6.5 53 32 20 53 52 | 03 8 15 M3 12 3.4
CSD-25| 85 17 10 7 2 3.3 6.5 66 40 24 66 63 | 04 | 10 15 M3 12 3.4
CSD-32| 110 | 22 13 9 25 | 44 8 86 52 32 86 86 | 05 | 13 2 M4 12 4.5
CSD-40| 135 | 27 16 11 3 5.4 9.5 106 64 40 106 | 103 | 06 | 16 2.5 M5 12 5.5
CSD-50| 170 | 33 | 195 | 135 | 85 | 65 11 133 80 50 133 | 127 | 08 | 195 | 35 M6 12 6.6
!
Standard Flexspline Big Bore Flexspline
SIZE S T u vi | w1 X1 Y1 V2 W2 X2 Y2 Z1 z2 | 73 a b c
CSD-20 | 62 26 | M3 24 9 4.5 16 26 12 3.4 20 025 | 02 | 02 | C03 | CO.3 | CO.4
CSD-25| 75 30 | M3 30 9 55 20 32 12 4.5 24 025 | 02 | 02 | C03 | C0.3 | CO.4
CSD-32| 100 | 40 | M4 41 11 6.6 30 42 14 5.5 32 0.3 | 025 | 025 | C0.3 | C0.3 | CO.4
CSD-40| 120 | 50 | M5 48 10 9 32 52 14 6.6 40 05 | 025 | 025 | C05 | CO5 | CO.4
CSD-50| 150 | 60 | M6 62 11 11 44 65 14 9 50 05 | 03 | 03 | CO5 | CO5 | CO.4
!
ORDERING CODE
Model Size Gear Ratio Flexspline *Option
Configuration
20 50 100 160 Standard Flexspline: Our
25 50 100 160 No Designation is Necessary Application Engineers
CSD 32 50 100 160 2A-GR Can Assist With Any
40 50 100 160 Big Bore Flexspline: Special Configurations
50 50 100 160 BB And Their
Ordering Code
\ \ \ \ \ \
\ \ \ \ \ \
CSD - 25 - 160 - 2A-GR- Blank - SP*
(Standard Flexspline)
CSD - 25 - 160 - 2A-GR- BB - SP*

(Big Bore Flexspline)

All products are warranted to be free from design or manufacturing defects for a period of one year from the date of shipment. Such items will be repaired or replaced at the discretion of the Harmonic Drive LLC.
The seller makes no warranty, expressed or implied, concerning the material to be furnished other than it shall be of the quality and specifications stated. The seller’s liability for any breach is limited to the purchase
price of the product. All efforts have been made to assure that the information in this catalog is complete and accurate. However, Harmonic Drive LLC is not liable for any errors, ommisions or inaccuracies in the
reported data. Harmonic Drive LLC reserves the right to change the product specifications, for any reason, without prior notice.



Other Products from

CSF, CSG

High Performance Cup
Type Component Sets
and Housed Units

CSD
Ultra Flat Cup Type
Component Sets

HDUC
Cup Type Component Sets

SHF
Hollow Shaft Component
Sets and Gearheads

HDUF
Pancake Type
Component Sets

HDUR
Heavy Duty Pancake
Components

HDUA
Harmonic Drive Differential
Gearing

RHS/RFS-CC
Precision Close Couple
Gearheads

Harmonic Planetary®
Precision Planetary Gearheads

Motion Control

RH Mini Series
Miniature DC Servo Actuators

RS Mini Series
Miniature Brushless Servo Actuators

RSS/RKS
High Torque Brushless Servo Actuators

FHA
Hollow Shaft
Brushless DC Servo Actuators

LA
High Precision Linear Servo Actuators

HS
DC Servo Controllers

HA Harmonic Drive LLC

Brushless DC Servo Controllers

Boston
247 Lynnfield Street
Peabody, MA 01960

inamioni 6.25.5, Shiagawa-ku New York
’ 9 89 Cabot Court

Tokyo 140-013, Japan Hauppauge, NY 11788

Worldwide Locations:

Harmonic Drive AG

Hoenbergstr, 14 800-921-3332

Limburg/Lahn, D-65555 Germany F: 978-532-9406
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